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5. Loosen the nut #15 with tool
 #27, and install fixation set
 #11 onto the screw rod.

6. Tighten up fixation set #11
 with tool #27, and lock it with
fixation screw #12.

7. Tighten up the extension for the
flexible hose #16 with tool #27.
Place a small amount of Anaerobic
adhesive #28 on the threads.
Insert the flexible hose into the
spring holder #22.

8. Insert the flexible hose into
 the spring.



9. Connect the flexible hose with
the extension for the flexible hose

 #16 together. Before joining the
 two parts, place a small amount of
 Anaerobic adhesive #28 on the
 pipe threads.

28

16

29
26

22

HOT

COOL

HOT

COOL

23

28

29

11. Remove the string #29.

10. Move the spring holder #22 down-
 wards, and fix it from moving with
 string #29. Then tighten up the 
 flexible hose with the extension 
 for flexible holder #16.

12. Place a small amount  
 of Anaerobic adhesive
 #28 on the Supply
 tubing threads, and 
 install supply tubes on
 the faucet. 
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13. Place a small amount of Anaerobic adhesive #28 on  thread s,
and install the other end of supply pipe onto the valve.

Notice:
Please be sure to remove all sand, silt, and any other foreign objects in the valve body and hose before 
assembly.  Contaminants may affect water flow rate and damage the ceramic disc cartridge.  If faucet 
becomes blocked, disassemble with tools provided with the faucet.  After disassembled, clean all parts 
thoroughly.  In addition, after removing the ceramic disc cartridge, use pneumatic equipment with 
aerator removed to flush contaminants from the faucet.

14. Install the pull-out spout body #17 onto the �exible hose.
 Check that the sprayhead washer #18 is inside the �exible hose.




